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We offer Single Width (0.85m W) and
Double Width (1.45m W) light weight,
easy assembly/disassembly alumi-
num towers available in two lengths,
1.80m and 2.50m with load capacity
of 250kg per platform. Our alumi-
num towers are fitted with 8" heavy
duty castor wheels with brake and
release option, handrails, toeboards
and manufactured according to the
highest safety standards.




JUST MATERIAL SCAFFOLDING SINGLE WIDTH ALUMINIUM MOBILE TOWER

ALUMINIUM TOWER ACCESS (0.85 X 1.80M)

Scaffolding Platform Height (m) 1.2 2.2 3.2 4.2 5.2 6.2 7.2 8.2 9.2 10.2
Scaffolding tower Height (m) 2.2 3.2 4.2 5.2 6.2 7.2 8.2 9.2 10.2 11.2
Maximum Working Height (m) 3.0 4.0 5.0 6.0 7.0 8.0 9.0 10.0 11.0 12.0
Plain Frame - 2.00m x 0.85m 2 2 2 4 4 6 6 8 8 10
Plain Frame - 1.00m x 0.85m 2 2 2 2
Guardrail Frame - 1.00m x 0.85m 2 2 2 2 2 2 2 2 2
Platform with Trapdoor - 1.80m 1 1 1 1 1 1 1 1 1 1
Horizontal Brace - 1.80m 4 6 6 6 8 8 8 10 10 10
Diagonal Brace - 1.80m 2 4 6 8 10 12 14 16 18 20
Castor Wheel with Adj. Leg - 200mm 4 4 4 4 4 4 4 4
Castor Wheel with Adj. Leg - 150mm 4 4
Toe Board Set (0.85m x 1.80m) 1 1 1 1 1 1 1 1 1 1
Toe Board Clip 4 4 4 4 4 4 4 4 4 4
Stabilizer - 3.00m 4 4 4 4
Stabilizer - 4.50m 4 4 4
ALUMINIUM TOWER ACCESS (0.85 X 2.50M)
Scaffolding Platform Height (m) 1.2 2.2 3.2 4.2 5.2 6.2 7.2 8.2 9.2 10.2
Scaffolding tower Height (m) 2.2 3.2 4.2 5.2 6.2 7.2 8.2 9.2 10.2 11.2
Maximum Working Height (m) 3.0 4.0 5.0 6.0 7.0 8.0 9.0 10.0 11.0 12.0
Plain Frame - 2.00m x 0.85m 2 2 2 4 4 6 6 8 8 10
Plain Frame - 1.00m x 0.85m 2 2 2 2
Guardrail Frame - 1.00m x 0.85m 2 2 2 2 2 2 2 2 2
Platform with Trapdoor - 2.50m 1 1 1 1 1 1 1 1 1 1
Horizontal Brace - 2.50m 4 6 6 6 8 8 8 10 10 10
Diagonal Brace - 2.50m 2 4 6 8 10 12 14 16 18 20
Castor Wheel with Adj. Leg - 200mm 4 4 4 4 4 4 4 4
Castor Wheel with Adj. Leg - 150mm 4 4
Toe Board Set (0.85m x 2.50m) 1 1 1 1 1 1 1 1 1 1
Toe Board Clip 4 4 4 4 4 4 4 4 4 4
Stabilizer - 3.00m 4 4 4 4
Stabilizer - 4.50m 4 4 4

JUST MATERIAL SCAFFOLDING DOUBLE WIDTH ALUMINIUM MOBILE TOWER

ALUMINIUM TOWER WITH LADDER ACCESS (1.45 X 1.80M)

Scaffolding Platform Height (m) 1.2 1 22 3.2 |42 | 52|62 7.2 82 92 102/11.2 12.2|/13.2|/14.2|15.2
Scaffolding tower Height (m) 22|32 42 52 62|72 82 92 102 11.2/12.2 13.2|14.2|15.2|16.2
Maximum Working Height (m) 30| 40 5060|7080 90 10.0 11.0 12.0/13.0 14.0|15.0|16.0|17.0
Ladderframe - 2.00m x 1.45m 1 1] 1 2 2] 3 3] 4] 4] s 5 6| 6| 7 7
Plain Frame - 2.00m x 1.45m 1 1 1 2 2 3 3 4 4 5 5 6 6 7 7
Ladderframe -1.00m x 1.45m 1 1 1 1 1 1 1
Plain Frame - 1.00m x 1.45m 1 1 1 1 1 1 1
Guardrail Frame - 1.00m x 1.45m 2 2 2 2 2 2 2 2 2 2 2 2 2 2
Platform with Trapdoor - 1.80m 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1
Platform without Trapdoor - 1.80m 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1
Horizontal Brace - 1.80m 4 6 6 6 8 8 8 10 10 10 | 12 12 | 12 | 14 | 14
Diagonal Brace - 1.80m 2 4 6 8 10 | 12 14 16 18 20 | 22 24 | 26 @ 28 | 30
Castor Wheel with Adj. Leg - 150mm 4 4
Castor Wheel with Adj. Leg - 200mm 4 4 4 4 4 4 4 4 4 4 4 4 4
Toe Board Set (1.45m x 1.80m) 1 1 1 1 1 1 1 1 | 1 1 1 1 1 1 1
Toe Board Clip 4 4 4 4 4 4 4 4 4 4 4 | 4 4 4 4
Stabilizer - 3.00m 4 4 4 |
Stabilizer - 4.50m 4 4 4 4 | 4
Stabilizer - 6.00m | | | _ | 4 4 4
ALUMINIUM TOWER WITH LADDER ACCESS (1.45 X 2.50M)
Scaffolding Platform Height (m) 1.2 1 22 | 3.2 | 42 | 52| 6.2 7.2 82 92 10.2/11.2 12.2|13.2|14.2|15.2
Scaffolding tower Height (m) 22|32 42 52 |6.2| 7.2 82 92 102 11.2/12.2 13.2|14.2|15.2|16.2
Maximum Working Height (m) 3.0 40 50 6.0 | 70| 80 9.0 10.0 11.0 12.0|/13.0 14.0|15.0|16.0|17.0
Ladderframe - 2.00m x 1.45m 1 1 1 2 2 3 3 4 4 5 5 6 6 7 7
Plain Frame - 2.00m x 1.45m 1 1 1 2 2 3 3 4 4 5 5 6 6 7 7
Ladderframe -1.00m x 1.45m 1 1 1 1 1 1 1
Plain Frame - 1.00m x 1.45m 1 1 [ 1 ] 1 1 1 1
Guardrail Frame - 1.00m x 1.45m 2 2 2 2 2inee2y | 2 2 2 2 2 2 2 2
Platform with Trapdoor - 2.50m 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1
Platform without Trapdoor - 2.50m 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1
Horizontal Brace - 2.50m 4 6 6 6 8 8 8 10 | 10 | 10 | 12 | 12 | 12 | 14 | 14
Diagonal Brace - 2.50m 2 4 6 8 10 | 12 14 16 | 18 | 20 | 22 | 24 | 26 | 28 | 30
Castor Wheel with Adj. Leg - 150mm 4 4
Castor Wheel with Adj. Leg - 200mm 4 4 4 4 4 4 4 4 4 4 4 4 4
Toe Board Set (1.45m x 2.50m) 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1
Toe Board Clip 4 4 4 4 4 4 4 4 4 4 4 4 4 4 4
Stabilizer - 3.00m a4 4 4
Stabilizer - 4.50m 4 4 4 4 4
Stabilizer - 6.00m | 4 4 4




ALUMINUM MOBILE SCAFFOLDING DOUBLE

WIDTH STAIRWAY TOWER JUST MATERIAL
Mobile Scaffolding Double Width Stairway Tower is ideal for TRADING COMPANY
safe entrance from inside to access to the top of Aluminum +974 4443 4010/ 20
Scaffolding Tower. This provides the customer more safety & ~~ POBox18095DohaQatar

. info@justmaterial.qa ; info.justmaterial@gmail.com
ease to get access to the top platform. The Unique features www.justmaterial.ga

of JM Mobile Scaffolding Double Width Stairway Tower are:

- This Scaffolding Tower has Integral stairway and handrail
system is ideal for frequent ascend and descend inside the
tower which is more safe & easy

- Safe and simple to transport equipments on a scaffold
tower

« Very Fast & Easy assembling and dismantling

- Equipped with anti-slip profile on stairs to avoid any
accident

- Stairway and platform equipped with wind lock security
system

« The Stabilizers & Dual Brakes Castor Wheels provide
Stability & Safety during working

/




PODIUM STEPS PLATFORM

This work platform provides a fast, simple and cost effective  JUST MATERIAL

solution for low level access for all types of contractors - TRADING COMPANY
roofing, shop fitting, electrical, sign-writing, painting and
more.

+974 4443 4010/ 20
P O Box 18095 Doha Qatar
info@justmaterial.ga ; info.justmaterial@gmail.com
www. justmaterial.qa

It's compact to store and can be transported in a small van or
standard elevator lift.

Designed to confirm to the Working at Height Regulat :
this podium is fully enclosed work platforms.

« Self latching gate for added safety and security while workir
« 4 Braked Casters for rigidity when in use.

« Casters are bolted to unit for a firm fixed connection.

- Tough design to withstand the rigors of site use.

» Designed to be pushed through most standard doorways.

« Safe Working Load - 200 kg.

PODIUM STEPS PLATFORM

LOAD CAPACITY: 200 KG

ITEM CODE TOWER | PLATFORM BASE WIDTH STEPS BASE DEPTH PLATFORM
HEIGHT HEIGHT DIMENSION \
— B

MPso1 | 2.00m | L.oom 0.75m 2 mini platform + 1 100m | 0-62mW)x

platform 0.60 m (L)

3 mini platform + 1 0.62 m (W) x ‘l

JMPS02 2.50m 1.38 m 0.75m 1.15m

platform 0.60 m (L) \

g




STRAIGHT LADDER
Selected edged heavy duty rectangular channel JUST MATERIAL

construction gives greater strength than C-channel or TRADING COMPANY
normal rectangular channels 1974 4443 4010/ 20

Hard Aluminium Alloy increases strength of overall P O Box 18095 Doha Qatar
features and has stronger mechanical properties than info@justmaterial.qa ; info justmaterial@gmail.com

www.justmaterial.qa
other common alloys

Ribbed channels and steps are anti-slop features that
allow greater grip when ascending/descending
Mar-resistant PVC ribbed shoes are robust, non-marking
and provide greater stability

Wide step makes ladder more stable and is more ‘
comfortable to climb )

Rung crimped onto channel for robustness and strength b

HEAVY DUTY STRAIGHT LADDER

»
LOAD CAPACITY: 150 KG W .
APPROXIMATE | APPROXIMATE
ITEM CODE STEPS HEIGHT HEIGHT
METERS FEET
JMSL 6 6 1.8 5.90
JMSL 7 7 2.1 6.89
JMSL 8 8 2.4 7.87
JMSL 9 9 2.7 8.86
JMSL 10 10 3.0 9.84
JMSL 11 11 3.3 10.83
JMSL 12 12 3.6 11.81
JMSL 13 13 3.9 12.79
JMSL 15 15 4.2 13.78
JMSL 16 16 4.5 14.76
JMSL 17 17 4.8 15.75
JMSL 18 18 5.1 16.73
JMSL 19 19 54 17.72
JMSL 20 20 5.7 18.70
JMSL 21 21 6.0 19.69

** Customize size upon request



DOUBLE SIDED LADDER A-TYPE

+ Light-weight economical model suited for general usage JUST MATE RIAL

- Extra wide flat top with a protective plastic side guard
+  Wide steps with extra grip for comfortable foot resting

« |dentical front & back sections allow access from each side

» Non-slip shoes provide firm grip on the floor

DOUBLE SIDED LADDER

LOAD CAPACITY: 125 KG

ITEM CODE STEPS HEIGHT
METERS
JMALS 5 1.52m to 2.60m
JMAL 6 6 1.83m to 3.20m
JMAL7 7 2.13m to 3.81m
JMAL 8 8 2.44m to 4.42m
JMAL 9 9 2.74m t0 5.10m
JMAL 10 10 3.05m to 5.64m
JMAL 12 12 3.70m
JMAL 14 14 4.30m
JMAL 17 17 5.20m
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JUST MATERIAL TRADING COMPANY

COMPANY DETAILS

ADDRESS :Villa 215 Street 230 Zone 12
Najma St cor C Ring Road
Doha Qatar
P O Box 18095 Doha Qatar

EMAIL : info@justmaterial.ga ; info.justmaterial@gmail.com
PHONE :+974 4443 4010/ 20

WEBSITE  :www.justmaterial.ga
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